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Engine

Wheels

Type: 2-cylinder inline, 4-stroke,
liquid-cooled, DOHC

Rim (Front/Rear): 17" Alloy Rims

Displacement: 449.5 cc

Front tire: 110/70 R17

Bore & Stroke:
72x55.2 mm (2.83 x 2.17 in)

Rear tire: 150/60 R17

Brakes

Max power: 50.9 hp / 9500 rpm

Max torque: 29.5 fi-Ib / 7750

rem

Compression ratio: 11.5: 1

Clutch type: 6-speed, wet,

Front brake: Brembo® M40
@320 mm single disc radially
mounted 4-piston caliper

Rear brake: @220 mm single
disc, single-piston floating

multi-plate, CF-SC slipper clutch caliper

ABS & CBS:
Size / weight Continental ABS, dual channel
Length x Width x Height: :
1990 x 715 x 1165 mm" Electronics
(78.3x28.1x45.8in) Headlight: LED
Wheelbase: 1365 mm (53.7 in) Tail light: LED

Seat height: 795 mm (31.3 in)

Fuel tank capacity: 14 L

Dry weight: 179 kg (394.6 Ibs)

Suspension

Front suspension: Inverted forks

Rear suspension:
Pre-load adjustable monoshock

Turn light: LED

Instrument: 6.2" Curved TFT with
Bluetooth and CFMOTO Ride
App connectivity

Protection Plan

EASY protection plan available
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